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“INSTRUCTIONS AND ACCESSORIES FOR 


= 


Built-in Coupled Rangefinder ¢ Fast £:3.2 Anastigmat lens, 
coated, color-corrected ¢ Internally synchronized for flash 
e Exclusive ‘““No-Double-Exposure”’ device. 


() i S y ONE OF THE FINER NAMES 
IN PHOTOGRAPHY _ 


ee eae 


ile ahieiSihe Udeee am te dean aE 


LOADING. 


Extremely Quick and Easy 


Use any 35mm black and white or color film in standard cartridges. 
Load (and unload) camera in subdued light. 


Hold camera in LEFT HAND, lens down, making sure fingers do not 
touch lens. Unlock by moving lever at bottom of camera. Slide cover off. 


Turn WINDING knob until spring tongue on take-up spool faces you. 
Place film cartridge in its compartment (lower) so that hollow end 
engages split shaft of REWIND KNOB. Use left thumb to hold cartridge. 


To thread the film pull out about 3 inches of film and insert leading 
edge DEEPLY under spring tongue on winding spool. Edge of film must 
rest against right hand flange of winding spool. Align film over the 
gate. See that sprocket teeth engage film perforations. 


Turn WINDING KNOB one turn in the direction of arrow on knob. 
This will wind film. If knob will not turn, lift it once slightly then turn. 


To replace cover slide it gently over film until upper edge slips into 
position, then lock. Be careful not to disturb film and cartridge. 


Now bring film into position for first exposure by lifting winding knob 
and turning until it stops. Do this twice. 


Set frame counter at Zero (0) by turning it IN DIRECTION OF ARROW 
ON WINDING KNOB. 


Set Film Indicator (back of camera) for film in camera. Check exposure 
and time and you are ready for your first shot. 
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TAKING PICTURES 


Hold Camera Steady ... Release Shutter Slowly 


WHEN FOCUSING WITH COUPLED RANGEFINDER view subject 
through right hand window, subject will appear split in the middle. 
Move left hand focusing lever along distance scale until split images 
coincide. Focusing is possible AS CLOSE AS 2 FEET. 

FRAME SUBJECT in VIEWFINDER (left hand round window). 

For the majority of subjects IN SUNLIGHT with an average black and 
white film, the average recommended settings are: Diaphragm (stop) 
8 or 11. Shutter speed 1/50 or 1/100. For Kodachrome in same con- 
ditions use 8 at 1/50. (See film instructions.) 

For FLASH photography use Bolsey No. 2 FLASHGUN. It is screwed on 
the back of the camera. Use any flashbulbs at speeds up to 1/50 


second. For higher speeds use SM or SF midget flashbulbs only. For 


details see No. 2 FLASHGUN instructions. 

Hold camera STEADY, press shutter lever SLOWLY, avoid jerks. Use 
Bolsey recommended cable release. Place camera on tripod or steady 
support when using exposures longer than 1/25th of a second. 

Always wind film IMMEDIATELY after picture is taken. This will keep 
your camera ready. | 

After all film has been exposed, REWIND it back into cartridge until 
tension is relieved. If resistance is felt, DON’T FORCE, lift WINDING 
KNOB for a second while rewinding. 

When film is not in camera, or when camera is incorrectly loaded, 
WINDING KNOB and frame counter will turn endlessly. The double 
exposure prevention piston will not free release lever. This piston is 
spring-loaded and can be pushed back by hand at any time a DOUBLE- 
EXPOSURE IS DESIRED. It also makes a clicking sound before you 


actually trip the shutter. A second click signals that a picture has 


been taken. 
6 Good Tips 


Be gentle with your camera. Never force it. 

Use leather ever-ready case—protect your camera. 

Avoid fingers in front of finders or of lens. 

Avoid fingerprints on lens—they reduce sharpness. 

Clean lens when needed. Use only optical tissue. 

If camera has been long inactive, actuate shutter 10 times. 


Winding knob tells when cam- 
era is not loaded .. , turns 
without stopping. 


Automatic Frame-counter. 
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Coupled rangefinder built-in 
and sealed; precise, split 
_ image type. 


Exclusive No-Double-Exposure 
Device. 7 


Shutter and lens in Helical 
mount for smoother focusing 
action, 


Aluminum Die-cast body. 


Attractive leatherette covering 
protected by metal rims. 


Finger-tip controls for fast 
operation. 


Distinctive, handsome appear- 
ance. | F:3.2 Anastigmat lens; coated, 
| color corrected. 


Simplified design simplifies use Special 44 mm lens increases 


depth of focus. 
So compact it fits pocket or purse. q 


Take: gene ree Gives brilliant black and White j 
Shae Als ctvas otendord and natural color. OO. 


35mm film; gives standard 7 , 7 


size frames. 
... 100% American Made 


Optical Eye-level 
viewfinder. 


Practically no parallax. View- 
finder close to lens. 


Focusing as close as two feet. 


Accurate shutter speeds 1/10 
to 1/200, T & B. 


Internally synchronized shutter 
for flash. 


All internal wiring, carefully 
ee insulated. 


Case: Bolsey cameras come in handsome 
ever-ready cases made of top grain cow- 
hide expertly stitched for long wear; 
they provide perfect protection for your | 
camera and permit instant use without 
removing camera from case. 24 meas- 


uring tape on reverse side of carrying 


| strap. $7.25 
Bolsey Filter Kit: Snaps on 


carrying strap. Contains four 
Series V optically correct and 
color correct filters. 


For Black & White: 


Yellow Filter improves tone in 


all scenic shots. Ideal for beach 
scenes, and cloud effects. Red 


Filter for dramatic effects 


through high contrast, dark- 
ened skies, night-like effects. 


For Color: 
Haze Filter reduces haze and bluish cast 


in distant shots. Type A Conversion Filter cor- — 


rects for color when indoor color film is used 


outside. $7.50 


Bolsey Filter Adapter: Fits Bolsey B, B Spe- 
cial, B2, C. Accepts Series V Filters and Bolsey 
Sunshade. Gleaming satin finish. $1.00 


Bolsey Sunshade: Companion piece to Bolsey filter 


adapter. Does not vignette or interfere with viewfinder. 
Satin finish. $1.75 
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WITH BOLSEY ACCESSORIES 
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A Prize Package: Your complete Bolsey out- 
fit—Camera, Case, Flashgun and Filter Kit— 
is an ensemble as rich in appearance as it is 
in performance. $93.35 


Bolsey Cable Release: New flexible all 
i steel universal cable release. Assures positive 
shutter action. Fits all Bolsey cameras. $1.25 


Bolsey Flashgun #2—New design makes gun << 
attachment quick, easy, firm. You simply insert 
plug in back of camera, twist thumb screw and 
you re set to shoot. Instructions on exposure and 
buibs included. | $8.95 


ASK ABOUT ... The new Bolsey Portable Microfilmer for taking, reading, 
and projecting microfilm copies of valuable documents, letters, etc. Bolsey 
B Special for close-up work ... And Bolsey Automatic Cine-fader for 
8mm and 16mm movie cameras. | 


DEPTH OF FIELD TABLE FOR | 
BOLSEY-WOLLENSAK 44MM F:3.2 LENS 
; “ ) 
For Average work use indicators on Camera. 
This table for exceedingly accurate work. 


IF FOCUSING LEVER IS SET AT DISTANCE SHOWN IN FIRST COLUMN THEN ALL 
OBJECTS WILL BE IN SHARP FOCUS BETWEEN THE DISTANCES INDICATED 
(IN FEET AND INCHES) IN THE COLUMN BELOW THE LENS APERTURE 

SETTING ('F’ STOP) | 
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| 75] 410) 81) 44] 97] 4041247] 35 236] 30 | INF 
eg: 68 100] 65 |108 991124 “5alléo 4912594 40] INF | 35 | INF 
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TABLE BASED ON A CIRCLE OF CONFUSION OF .002” 
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